
SATELLAR XT 5RC

WebUI update procedure with file transfer

for CU AND RU
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DISCLAIMER – IMPORTANT

• Disable SerialIP functionality during the update

• This document uses the example of 1.3648.2

• This is to be applied with the current version 

• Instructions are valid for both update files

– CU 

– RU

• The applied file name ends with .update
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Starting point

• Establish IP connection 

from PC to SATELLAR 

being upgraded

– Connect the laptop with 

Ethernet cable to the first 

SATELLAR

– Or Use USB WLAN adapter

– Or use already existent IP 

connections

• Start the upgrade from the 

last modem in the 

topology
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Files needed

Select the update file according to current 

version

• xxxxyyyy.update

– From xxxx to yyyy

For example:

• Select satellar_39894403.update

– CU update from 1.3648 to 1.4403

• Select satellar_rmu-w.x.y.z.update

– for Radio Unit firmware
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Connect with browser to the SATELLAR

• Connect to furthest SATELLAR which is not upgraded yet

• Chrome browser recommended (shows progress percentage).

• Enter the IP address to URI field of the browser 

• Login: admin / Satel456
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Default IP:

192.168.1.1



CU/RU UPDATE
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Firmware Upgrading menu

• Select Firmware Updater menu tab
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Select firmware package

Select the update file according to current version

• xxxxyyyy.update

– From xxxx to yyyy

For example:

• Select satellar_39894403.update

– CU update from 1.3648 to 1.4403

• Select satellar_rmu-w.x.y.z.update

– for Radio Unit firmware

• Select satellar_xxxx3648.2.update

Confirm by selecting Open
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Send the firmware package

• If update is done over radio interface this 

step may take more than 1 hour per 

radio hop!

• If update is done to local modem (not 

over radio) this step takes 5 min!

Chrome:

Monitor sending process

(3% in this case)
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Start the FW update

• In case of transmission problems or 

timeouts or browser reporting error, 

repeat previous slide.

• When sending finished you will see the 

firmware listed.

• Select ”Select for update” 

• And select Device 0 to start the actual 

upgrade process.

Select to start the actual

upgrade

Select device 0 

for local device 

or 

device ID for 

remote update
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Monitor upgrade process

• Monitor the process by viewing number of blocks sent

• When ”Transfer completed” is visible, select ”Reboot”
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Wait until update finished during reboot

• Wait until the STAT-led starts blinking and the blinking stops

• Or at least 10 minutes

• Then continue to next slide

Do not press browser

”refresh” button or F5 key!!!

(or the modem will reboot)
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Login back to WebUI

• Enter the IP address of the modem again to the Web Browser

• Login with admin / Satel456
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