Virtual Serial Port Driver

Operation Manual

The VserporctConsole _2000.exe is for Win 2000.
The VserporctConsole_XP.exe is for Win XP.

1. Run VSerPortConsole_XP.exe of VirtualSerialPort Console for Win XP. (figure 1)
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(figure 1)

2.1f did not add RS232 port , please move mouse to the area of VirtualSerialPort Console and press
right key of mouse then select “Add Port” item. ( figure 2)
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3. After select “ Add Port” of VirtualSerialPort Console program.

Press “OK” button of the Add port for auto assign . ( figure 3)
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4. Press the “Continue Anyway” button of Hardware Installation . (figure 4)
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(figure 4)

5. You will get a new COM port . ( figure 5)
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(figure 5)

6. Press right key of mouse then choose “ Add Net” item of VirtualSerialPort console. ( figure 6)
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7. After select “ Add Net “ item of VirtualSerialPort console. ( figure 7)
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8. Change “ Remote Address “ and “Remote Port” parameters same with IP address and socket port of
converter ( figure 8 & 9)
9. press “OK” button of Add Net.
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(figure 8) (figure 9)

10. The successful screen of VirtualserialPort Console. ( figure 10)
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Loop Test Steps

1. Open hyper terminal of Windows.
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2. Key in the name of hyper terminal. ( Example : test)

3. Select “ OK” button of Connection Description.

Connection Description

: M ew Connection

Enter a name and choose an icon far the connection:
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4. Select connect using name as same as Virtual COM 4port. (Com 4)

5. Select “Yes” mode of COM4 Properties.



Connect To

Enter detailz for the phone number that you want to dial:

Countro/regiorn:

Area code: I:I

Phone number: |

Caonnect using: | CORM1 b

CamM1
COrz2
COr3

TrRAR fsfimensl

7. Setup the parameters of COM4 Properties.

COM4 Properties

Fort Setlings |
Bitz per second: | 9600 w |
Drata bits: |E v|
Parity: |N|:|ne v|
Stap bitz: |1 v|
Flows contral; | v|
[ Bestore Defaults ]
k. ] [ Cancel ] [ Apply ]

8. Select “OK” button of COM4 Properties.
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9. Please short pin 2 & pin 3 of db9 connector of converter.

10. Please key any words into hyper terminal for test.
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Connected 0:01:06 Auko detect 9600 5-N-1 TUIM




